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Die Luxor 25 Jahre-Stufen-Garantie*:

5 Jahre mit 100% Produktgarantie

12 Jahre Garantie auf 90% Nennleistung

25 Jahre Garantie auf 80% Nennleistung

*Die Garantielaufzeit versteht sich ab Lieferdatum.

Luxor 25 year phased guarantee*:

5 years with 100% product guarantee 

12 years guarantee at 90% rated performance 

25 years guarantee at 80% rated performance 

*Warranty periods start with date of delivery.

Ihr Luxor Fachbetrieb / Your Luxor expert:
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Spezifikationen
-	 Anzahl polykristalliner Silizium-Zellen 60 x 6“
-	 Maximale Systemspannung 1000 V
-	 Stabiler, eloxierter Aluminiumrahmen in Hohlkammerbauweise
-	 Gewicht 20,0 kg
-	 Temperaturkoeffizient Spannung U = -0,36%/°C
-	 Temperaturkoeffizient Strom I = 0,07%/°C
-	 Temperaturkoeffizient Leistung P = -0,45%/°C
-	 3 Bypass-Dioden zur Verlustreduzierung bei Teilabschattung
-	 Stecksystem MC4
-	 Einzelvermessungsdaten für jedes Modul
-	 Leistungstoleranz mit einem Zuwachs von bis zu +5 Wp

 	 Technische Daten sind Durchschnittswerte und können leicht variieren. Maßgebend sind  
	 die zugehörigen Daten der Einzelvermessung, technische Änderungen ohne Ankündigung  
	 vorbehalten. Stand: Oktober 2008 

Specifications
-	 Number of polycrystalline silicon cells 60 x 6“
-	 Maximum system voltage 1000 V
-	 Sturdy anodized aluminium frame in cavity construction
-	 Weight 20.0 kg
-	 Voltage temperature coefficient V = -0.36%/°C
-	 Current temperature coefficient I = 0.07%/°C
-	 Power temperature coefficient P = -0.45%/°C
-	 3 Bypass diodes to reduce loss in partial shade
-	 MC4 connectors
-	 Performance test data for each module
-	 Positive power tolerance up to +5 Wp

	 The specifications are average values and may slightly vary. The associated individual  
	 test data is authoritative. Technical specifications are subject to change without notice.  
	 Version: October 2008
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eco line 60 /220-230W
Polykristalline Modulfamilie • Polycrystalline Module Family 

LX-220P/156-60+ bis LX-230P/156-60+

Model
Modultyp

Pmpp [Wp]
Nennleistung 
power rating 

Pmpp-Bereich
Pmpp range 

Impp [A]
Nennstrom 

optimum operating c.

Umpp [V]
Nennspannung 

optimum operating v.

Isc [A]
Kurzschlusstrom 

short-circuit current

Uoc [V]
Leerlaufspannung 

open-circuit voltage

ŋ
Wirkunsgrad 
efficiency

LX-220P/156-60+ 220,00 220,00-224,99 7,61 28,91 8,42 36,18 >13,39%
LX-225P/156-60+ 225,00 225,00-229,99 7,74 29,07 8,56 36,45 >13,69%
LX-230P/156-60+ 230,00 230,00-234,99 7,87 29,25 8,74 36,56 >14,00%
Technische Daten nach STC ∙ Specifications as per STC: 1000W/m2, 25°C, AM 1,5 / STC irradiance 1000W/m2, Module temperature 25°C, AM=1,5
NOCT: 47º C

eco line

Electrical characteristics
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IEC 61215
IEC 61730

Richtlinien - Directives:	2006/95/EG - 2006/95/EC
	 89/336/EWG - 89/336/EEC
	 93/68/EWG - 93/68/EEC

ID:0000024322

Zertifikate - Certificates


